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control



PHASE FAILURE RELAYS

* Phase Loss/Single Phasing Protection
* Phase Sequence Reversal Protection

* \oltage unbalance, OV/UV Protection

* Output Contacts: 1CO, 2CO

 User Friendly LED Indication

* Auto/ Manual Reset

* Fixed/ Adjustable Trip Delay

MOTOR/ PUMP
PROTECTION RELAYS

» Phase Failure/ Phase Reversal Protection

* Unbalance/ Phase Sequence

* Overloading/ Dry Running Protection

* Motor Winding Overheating Protection

e Over Current/ Short Circuit/ Motor Locked
 Earth Fault Protection

e Serial RS 485 Port for selected models

* Current Transformers(CTs) for own models

LIQUID LEVEL CONTROLLER

* Level Monitoring of Conductive
& Non-Conductive Liquids
* One Level OR Two Level Monitoring
* One Tank OR Two Tank Monitoring
» Can be used for Portable Water, Water
with impurities & for Diesel/ Oils
» Cable Size & Length no restriction for
Water Level Monitoring
 Optical Sensing for Diesel/ Oil Level Monitoring

e | -

ALARM ANNUNCIATORS

» Continuous Monitoring of Input Parameters

* Control of Process through Outputs & Software
e 4 Window to 128 Windows

* Integral & Split Models

* Microprocessor Based

* Super Bright LEDs for Facia

* Choice of 3 Window Sizes

* Choice of 5 Colours

* RS 232/ 485 Output Port

ONITORING RELAYS

 Under/ Over Voltage Protection

» Under/ Over Current Protection

 Under/ Over Frequency Protection

* Reverse Power Protection

e Earth Fault/ Ground Fault/ Earth Leakage

* Built in OR External Power Supply

* Fixed/Adjustable UV/OV Trip Settings

* Auto/ Manual Reset; 1CO OR 2CO Contacts
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ELECTRONIC TIMERS

* Single/ Multifuction Timers

* On Delay/ Interval Delay

* Cyclic ON/ OFF

* Multi Attempt (for Engine Starting)
* Star-Delta Changeover

* True Off Delay

* Wide Time Range

* Better Repeat Accuracy

POWER LINE TRANSDUCERS

Accuracy class 0.5%

Measures AC Voltage Current, Frequency,
PF, KW, KVAR and DC Signal Isolation
Outputs: DC Signals (Single OR Dual)

Self OR Auxiliary Powered

Load independent Outputs
Galvanically isolated Signals

(optional 0.2%)

Automation Products

* Pre-Programmed Logic Controllers
» Booster Pump Controller (F3BPC1)
* Twin AC Controller(Protocom-1)

* Digital/Analog Inputs

* Digital Outputs

* Rs232/ 485 Serial Communication

* PC Side Software




UNISON
SOLID STATE RELAYS

* Upto 200 A SSR, DC to DC, DC to AC,
AC to AC 3 Phase type SSR

* Phase Angle Controller SSR available
with DIN Rail mountings

 Short circuit protection using MCB

* ROHS Complaint with CE Certified
2,4,8 channel SSR Card with Fuse

* Protection compatible to Relay Cards

» SSR with Vibrator Controller

Intelligent Power Meter

* Measure & Display 56 Electrical Parameters
till 39th Harmonic
High Accuracy Class 0.5S & 0.2S
Simultaneous Phase parameter Display
Reduced installation, wiring & termination cost
High Speed Communication via Rs485,
Ethernet, Profibus
* 128 samples per cycle true RMS
measurement
Easy Programming
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Current Transformers (CT)

Quality products with approval by CPRI & ERDA

Also major Consultant Approvals.

Type: Tube Window, Wound Primary

Unbreakable flame retardant, self extinguishing

Nylon casing of grade UL94V2/ Resin filled Nylon casing
Accuracy Class: 1.0 (0.5,0.2 & 0.2S on request)
Secondary 5A/1A with different VAs
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Interfacing Relay Boards / Passive Boards

» Wide range of Interfacing Modules for Control Process
* No. of Channels: 1, 2, 4, 8,16

* No. of Outputs: 1CO, 2CO, 4CO

* Coil Voltage: 24V DC, 110 V AC, 230 V AC

* Passive Boards with D Sub/ FRC Connectors

* No. of Pins: 15/26/37/40/50 (other on request)

Converter/ Isolators

* Compact size of 9.5mm width
3 way Isolated Signal Converter,
Isolators, Amplifiers

Voltage to Current Converter
Current to Voltage Converter
Voltage to Voltage Converter
Current to Current Converter
RTD to Current Converter
Thermocouple to Current Converter
Auxiliary Supply: 22 - 26 V DC

_ &lMeasure

Elmeasure Electrical
Panel Meters

* Various models available as per parameters

* Low Cost Quality Products

* Accuracy Class 1.0 (0.5/ 0.2 optional)

* True RMS Measurement

» Simultaneous display of 4 Parameters

* Auto Scrolling, Bright Display

» Communication with PC, PLC, DCS through
optional RS 485/ RS 232 interface
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Switch Mode
Power Supply (SMPS)

e Input Supply: Universal Input/3 Phase 4wire
No. of Output: Single, Dual, Triple, Quad
Output Voltage: 5, 12, 24, 36, 48 V DC
Protection: Short Circuit / Overload / Over
voltage / Over temp.

DIN Rail mounting models available

nc to DC Gonverters

e Single Output DC to DC Converters
e Input: 19-36V DC/ 36 - 72V DC
e Output: 5V, 12V, 24V, 48 V DC

Converters

* Wide range of products
* Voltage to Current Converter
 Current to Voltage Converter
* Voltage to Voltage Converter
e Current to Current Converter
* RTD to Current Converter
~ = Thermocouple to Current Converter
* RS232 to RS485 Converter



PARAMOUNT
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Electromagnetic Relays

e Latchable Plug in Relays with Sockets

* Slim Relays with Sockets

e Standard Types: 1CO, 2CO, 4CO

* Coil Voltage: AC - 12,24,48,110,230 V AC
DC - 12, 24, 48,110, 220 V DC

* Electrical Life: Min. 100000 Operations

» Switching Current: 10A

alRaytek
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ONLINE IR TEMP. SENSOR

» Compact Low Cost Thermocouple /

llluminated Push Buttons/

Indicators ¥ E '

* Space saving miniature style

* Dia. 16mm Round, Square, Rectangular 4 y
e Colours: Red, Green, Amber, Yellow, White J
* Protection: IP 40 .

* \oltage: 6V, 12V, 24 V DC &110, 230 V AC
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Non Contact IR Thermometer

* Handy/ Easy to use models
* Temp. Range: up to 3000 Deg C

RTD replacement . . o
* Rugged, Stainless Steel Housing m 0.1Deg. Resolution, 1% Accuracy

 Adjustable Emmissivity,

e Miniature Sensing Head

. * Hi/ Low Alarms, D: S ratio: 50:1
» Temp. Range: 0 - 600 Deg. C @ a ‘ ) . .
« Distance to Spot Ratio: 4:1; 1011 [~ Mg 8 & « MAX, MIN, DIF & AVG Display with backlit
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e Outputs: J, K, 0-5VDC, 4-20mA
* RS 485Communication (Optional)

AXTHERMO
PID Controllers

* Universal Input selectable at site
 Auto Tuning PID Operation

e 2 Outputs with 3 Alarm Functions
* 8 Step Ramp & Soak for parameters
e Qutputs: Relay, SSR Drive, Analog

* Retransmission Output (Optional)

* RS 485 Modbus Output (Optional)

* Sizes:48X48 48X96, 96X48, 72X72, 96X96

Temperature Sensors

e Thermocouples & RTD Sensors
e Simplex Duplex & Triplex Types
e Sheath Dia from 0.8mm up to
25.4mm In case of Cast Iron
e Sheath dia 12mm
up to 50mm & More
* Immersion Length, Shapes
& Sizes: As per requirement
of application / Custom Built

*

Flexible Couplings

e Aluminium Couplings for
coupling all types of
encoders, potentiometers &
Tachos to reduce load on
shaft.

* Bore Dia.: 2mm to 25mm

* Key way option available

Also Deals in :
Encoders, Inductive
Sensors, Infra Red
Sensors, Light
Curtain, Ultrasonic
Sensor, Metallic
Conduits, Panel
Boxes, LVDT,
Pressure Transmitters,
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Near Pawale Chowk, Pune - 411 011.
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Tel.: 020 - 3240 5566, Telefax: 020 - 2457 2057
E-mail: mdicontrols@vsnl.net / mdicontrols@gmail.com
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