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Haas OL Series
The Office Lathe

[ S p e c i a l  S e r i e s ]

ISO standard G-code programming 
through the user-friendly,  

full-function Haas CNC control

Full enclosure, ultra-compact size

7.5 hp servo drive
6000-rpm spindle

Specifications subject to change without notice. Not responsible for typographical errors. Machines shown with optional equipment.

Warranty: 1 Year Parts and Labor

Up to 1" bar capacity

[ Standard Features ]

• 7.5-Horsepower Servo Drive

• 6000-rpm Spindle

• 5C Collet Spindle

• Gang-Style Tooling

• Rigid Tapping

• Automatic Air-Actuated Collet Closer

• 4.95" Swing 

• 15" Color LCD Monitor w/USB Port

• 1 MB Program Memory

• Single-Phase Power

• LED Beacon Light

• Full Enclosure

• Ultra-Compact Size

• Direct-Coupled Servomotors

• Made in the USA



[ T e c h n i c a l  S p e c i f i c a t i o n s ]

 [ Specifications ]

 
  Capacities	

Workholding (opt.)	 4" Chuck Max (manual)
Max Cutting Diameter	 4.95" 

	 125.7 mm
Max Bar Diameter	 1.06" 

	 26.9 mm
Spindle	

Max Speed	 6000 rpm
Max Rating	 7.5 hp 

	 5.6 kW
Max Torque	 6.7 ft-lb 

	 9.1 Nm
Spindle 	 Threaded 5C Collet
Spindle Bore	 Ø1.25" 

	 Ø31.8 mm
Swing Diameter	

Over Table	 4.95" 
	 125.7 mm

Over Cross Slide	 11" 
	 279 mm

Travels & Feedrates	
X Axis	 12" 

	 305 mm
Z Axis	 8" 

	 203 mm
X Axis Max Thrust	 1149 lb 

	 5111 N
Z Axis Max Thrust	 1149 lb 

	 5111 N
Max Rapids	 757 ipm 

	 19.2 m/min
Max Cutting	 500 ipm 

	 12.7 m/min
General	

Machine Weight	 1300 lb 
	 590 kg

Air Required	 1 scfm @ 40-70 psi 
	 28 Lpm @ 2.8-4.8 bar

Power Required	 1-Phase - 240V @ 30A

Haas OL Series
The Office Lathe

[ T e c h n i c a l  S p e c i f i c a t i o n s ]

	 Operating Dimensions			                             OL-1

 A.	 Max Operating Height  	 79"	 2 007 mm

 B.	 Max Operating Width  	 69"	 1 753 mm

 C.	 Max Operating Depth	 61"	 1 549 mm

 D.	 Min Depth for Shipping	 33"	 838 mm
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The OL-1 is available with an optional coolant 
system that mounts inside the machine’s heavy 
steel base. It has a 13-gallon coolant capacity, 
and the tank and pump assembly slides out for 
easy access and cleaning.
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The Haas OL-1 Office Lathe brings high performance and reliability 
to industries that are unable to fit a “normal” CNC machine into 
their facility. Designed for high production or rapid prototyping 
of small, precision parts, the OL-1 will fit through a standard 36" 
door, and into most freight elevators.  

The Haas Office Lathe is ideal for dedicated 
small-part production, second-op parts or 
short runs and prototyping. Gang-style tooling 
provides fast tool changes for short cycle times.


