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INDUSTRIAL GPRS/CDMA/TCDMA IP MODEM AXWD-3100 Series 
 

   

 

AXWD-3100 Series DTU enables various kinds of legacy devices with serial port to 
communicate over cellular network and the Internet easily and freely. It not only works as a 
cellular Modem, but also can construct a smooth "cellular Data Tunnel" between Host End and 
Remote End, ensuring an efficient communication for data transmission and remote device 

management. With 1 selectable RS-232 serial port, AXWD-3100 Series cellular DTU is an ideal 
solution for factory automation, environmental monitoring and remote device management for 
M2M industry. Meanwhile, it is supplied with simple software interface that streamline application 
development process, freeing system integrators from dealing with complex communication 
protocols of GPRS/CDMA and the Internet. Users do not need to change the existing system, 
saving cost and time for field maintenance, and making it a perfect solution for data transmission. 

 

 

Benefits and Features 
 ◆ It contain SEIMENS MC39i module ◆ Industrial design with intelligent software capabilities, making it a reliable GPRS solution for data collection 
and transmission ◆ Plug-and-play design with easy-to-use software interface for easy integration ◆ No need to build expensive fixed line network, saving cost substantially ◆ Easily manage and control distributed remote devices over the air ◆ GUI-based Administration Manager ◆ Built-in Watch Dog ◆ Real-time Clock (RTC) ◆ Remote firmware upgrade over the air (OTA) ◆ Connect to any serial device to GPRS and the Internet ◆ Support TCP/IP protocol，TCP，UDP,DNS,PPP,DHCP,WAP,RAS and so on. ◆ Reliable GPRS network connectivity, providing fast and cost-effective long-range cellular communication ◆ Always-On-Line ◆ Support APN or VPDN ◆ Continuous and automatic GPRS VPN Management (GPRS Data Tunnel) ◆ Industrial design with surge protection ◆ Local and remote configuration over the air 

 

Product Features: 

 
Compliant to GSM phase 2/2+ 
4-Band :GSM850/EGSM900/ DCS1800/PCS1900 
Output power: 
- Class 4 (2 W) for GSM850/EGSM900 
- Class 1 (1 W) for DCS1800/ PCS1900 

Control via AT commands 
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Power:          

 
Supply voltage range 5 - 25VDC(9V 
suggest) 
SIM interfaces: 3V/1.8V 
Power consumption: 
Idle mode (registered) 17 mA 
- Speech mode (average)170 mA 
- GPRS mode (average) 250 mA 
- TX burst (max.) 2.0 A 
- Power down 47 µA 
- Sleep mode (max.) 3.8 mA 
 
Function: 
 
SMS: 
Point-to-point MO and MT 
SMS cell broadcast 
Text and PDU mode 
CSD up to 14.4 kbps, USSD, Non 
transparent mode, V.110 
Audio: 
Half Rate (HR) Full Rate (FR) 
Enhanced Full Rate (EFR) 
 
Interface: 
 
standard RS-232 
Standard serial Port (DB-9) 
Antenna connector SMA (male) 
 
Environment:  
 

Ambient temperature -20℃ ～ 
+55℃ 
Storage temperature：-30℃～ 
+85℃ 
humidity：≤90% 

 
 


